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  NOTES

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.

2.  THIS PART USED IN ASSEMBLY 35211580.

   4.  CORPORATE BRAND TO BE APPLIED TO PRODUCT DESIGN
       PER THE LATEST REVISION OF ESD S1085201.
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A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    OR    DOES NOT REQUIRE INSPECTION. IT MAY BE
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    INDICATES THE DIMENSION IS SHOWN ON THE PART
DRAWING AND THE TOOL MUST BE QUALIFIED AT 80% OF
THE TOLERANCE SHOWN UNLESS SUPERSEDED BY A "TBT".
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A

0.1 A

A

19

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

16OC19 R 01 -AB DIM #11 WAS 6X 21.8 0.1 TYP 550134 DM SNS JLW

13JA20 R 01 -AC UPDATED PART AVAILABILITY 550786 JCP CGD BNC

 
    5.  REFERENCE MATING COMPONENTS OR EQUIVALENT:

           CONNECTOR 35211591
 
   6.  THIS PART ACCEPTS THE FOLLOWING COMPONENTS OR EQUIVALENT:

           LOCK 35211646

6 SURFACES TYP 

3.  THIS PRODUCT IS NOT CATEGORIZED AS AN APPEARANCE ITEM, MINOR
    IMPERFECTIONS INCLUDING, BUT NOT LIMITED TO, FLOW MARKS, COLOR
    BLEMISHES, GATE VESTIGE, AND SOFT FLASH THAT DO NOT AFFECT THE
    FIT, FORM, OR FUNCTION OF THE PART ARE PERMISSIBLE PER EANP_4-3_CS_01_EN.
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